
Multilayer Composite Pipe
PE-RT/AL/PE-RT,  ø 14 - 32 mm
- Sanitary
- Panel heating and cooling
- Wall heating and cooling
- Ceiling cooling

Pre-insulation | Pipe-in-pipe solution | Hook & Loop

Special features:
- high dimensional stability and flexibility

- outstanding laying properties

- customised solutions  for many different
	 types of requirements

- lower installation costs

-100% oxygen tight

-high pressure resistance

-minimal thermal expansion

-corrosion-restistant

enclosing liquids with innovation

NEW
Hook & Loop



Contact

Westfälische Rohrwerke GmbH
Kruppstraße 29
59227 Ahlen
Germany

Fon: + 49 (0) 23 82 / 7 60 08 - 0
Fax: + 49 (0) 23 82 / 7 60 08 - 29

E-Mail: info@wrw-ahlen.de
Internet: www.wrw-ahlen.de

Multilayer composite pipe, pipe-in-pipe-solution, red, blue, grey, black

Nominal 
Size

 [mm]

de 
[mm]

e 
[mm]

DN 
[mm] [g/m]

[g/m]
filled with 

water
[l/m]

Ring 
length

max[m]
14 x 2.00 14 2 10 88 165 0.079 50/100

16 x 2.00 16 2 12 104 216 0.113 50/100

18 x 2.00 18 2 14 120 273 0.154 50/100

20 x 2.00 20 2 16 138 334 0.201 50/100

20 x 2.25 20 2.25 15.5 146 336 0.189 50/100

25 x 2.50 25 2.5 20 214 526 0.31 50

26 x 3.00 26 3 20 250 565 0.314 50

32 x 3.00 32 3 26 330 863 0.531 25

Other dimensions, lengths and colours are obtainable upon request.

Multilayer composite pipe, pre-insulated S6, red, blue, grey

Nominal 
Size

 [mm]

de 
[mm]

e 
[mm]

DN 
[mm] [g/m]

[g/m]
filled with 

water
[l/m]

Ring 
length

max[m]
16 x 2.00 16.00 2.00 12.00 104 216 0.113 50/100

20 x 2.00 20.00 2.00 16.00 138 334 0.201 50/100

20 x 2.25 20.00 2.25 15.50 146 336 0.189 50/100

25 x 2.50 25.00 2.50 20.00 214 526 0.31 50

26 x 3.00 26.00 3.00 20.00 250 565 0.314 50

32 x 3.00 32.00 3.00 26.00 330 863 0.531 25

Insulation thickness around 6 mm, thermal conductivity category (λ) 040, fire rating class accor-
ding to DIN EN 13501-1, other dimensions, lengths and colours are obtainable upon request.

Multilayer composite pipe, pre-insulated S13, red, blue, grey

Nominal 
Size

 [mm]

de 
[mm]

e 
[mm]

DN 
[mm] [g/m]

[g/m]
filled with 

water
[l/m]

Ring 
length

max[m]
16 x 2.00 16.00 2.00 12.00 104 216 0.113 50

20 x 2.00 20.00 2.00 16.00 138 334 0.201 50

20 x 2.25 20.00 2.25 15.50 146 336 0.189 50

25 x 2.50 25.00 2.50 20.00 214 526 0.31 50

26 x 3.00 26.00 3.00 20.00 250 565 0.314 50

32 x 3.00 32.00 3.00 26.00 330 863 0.531 50

Insulation thickness around 13 mm, thermal conductivity category (λ) 040, fire rating class accor-
ding to DIN EN 13501-1, other dimensions, lengths and colours are obtainable upon request.

Multilayer composite pipe, pre-insulated S26, red, blue, grey

Nominal 
Size

 [mm]

de 
[mm]

e 
[mm]

DN 
[mm] [g/m]

[g/m]
filled with 

water
[l/m]

Ring 
length

max[m]
16 x 2.00 16.00 2.00 12.00 104 216 0.113 25

20 x 2.00 20.00 2.00 16.00 138 334 0.201 25

20 x 2.25 2.00 2.25 15.50 146 336 0.189 25

Insulation thickness around 26 mm, thermal conductivity category (λ) 040, fire rating class accor-
ding to DIN EN 13501-1, other dimensions, lengths and colours are obtainable upon request.

Multilayer composite pipe, pre-insulated EXZ 26, red

Nominal 
Size

 [mm]

de 
[mm]

e 
[mm]

DN 
[mm] [g/m]

[g/m]
filled with 

water
[l/m]

Ring 
length

max[m]
16 x 2.00 16.00 2.00 12.00 104 216 0.113 50/75

20 x 2.00 20.00 2.00 16.00 138 334 0.201 50/75

20 x 2.25 20.00 2.25 15.50 146 336 0.189 50/75

Insulation thickness off-center 26 mm, thermal conductivity category (λ) 040, fire rating class accor-
ding to DIN EN 13501-1, other dimensions, lengths and colours are obtainable upon request.

Multilayer composite pipe with Hook & Loop

Nominal 
Size

 [mm]

de 
[mm]

e 
[mm]

DN 
[mm] [g/m]

[g/m]
filled with 

water
[l/m]

Ring 
length

max[m]
14 x 2.00 14.00 2.00 10.00 88 165 0.079 200/500

16 x 2.00 16.00 2.00 12.00 104 216 0.113 200/500

17 x 2.00 17.00 2.00 13.00 111 242 0.133 200

18 x 2.00 18.00 2.00 14.00 120 273 0.154 200

20 x 2.00 20.00 2.00 16.00 138 334 0.201 100

20 x 2.25 20.00 2.25 15.50 146 336 0.189 100

Other dimensions, lengths and colours are obtainable upon request.

Multilayer composite pipe, pre-insulated S9, red, blue, grey

Nominal 
Size

 [mm]

de 
[mm]

e 
[mm]

DN 
[mm] [g/m]

[g/m]
filled with 

water
[l/m]

Ring 
length

max[m]
16 x 2.00 16.00 2.00 12.00 104 216 0.113 50

20 x 2.00 20.00 2.00 16.00 138 334 0.201 50

20 x 2.25 20.00 2.25 15.50 146 336 0.189 50

25 x 2.50 25.00 2.50 20.00 214 526 0.31 50

26 x 3.00 26.00 3.00 20.00 250 565 0.314 50

32 x 3.00 32.00 3.00 26.00 330 863 0.531 50

Insulation thickness around 9 mm, thermal conductivity category (λ) 040, fire rating class accor-
ding to DIN EN 13501-1, other dimensions, lengths and colours are obtainable upon request.

Multilayer composite pipe, pre-insulated S4, red, blue, grey

Nominal 
Size

 [mm]

de 
[mm]

e 
[mm]

DN 
[mm] [g/m]

[g/m]
filled with 

water
[l/m]

Ring 
length

max[m]
16 x 2.00 16.00 2.00 12 104 216 0.113 50/100

20 x 2.00 20.00 2.00 16 138 334 0.201 50/100

20 x 2.25 20.00 2.25 15.50 146 336 0.189 50/100

25 x 2.50 25.00 2.50 20 214 526 0.31 50

26 x 3.00 26.00 3.00 20 250 565 0.314 50

32 x 3.00 32.00 3.00 26 330 863 0.531 50

Insulation thickness around 4 mm, thermal conductivity category (λ) 040, fire rating class accor-
ding to DIN EN 13501-1, other dimensions, lengths and colours are obtainable upon request.


